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Personal Protective EquipmentOH&S Part 18 Sec 228 (1) (2) (3) 

If the hazard assessment indicates the need for personal protective equipment, SL Smokeeaters LP will 
ensure that 

a) Workers wear personal protective equipment that is correct for the hazard and protects 
workers 

b) Workers properly use and wear the personal protective equipment 
c) The personal protective equipment is in a condition to perform the functions for which it was 

designed and, 
d) Workers are trained in the correct use, care, limitations and assigned maintenance of the 

personal protective equipment. 
 
2) Our employees/workers must: 
 

a) Use and wear properly the appropriate personal protective equipment specific in this Code in 
accordance with the training and instruction received, 

b) Inspect the personal protective equipment that is unable to perform the function for which it is 
designed. 
 

3)  And SL Smokeeaters LP will ensure that the use of personal protective equipment does not                                                                                                                                     
itself endanger the worker 
 

Eye Protection OH&S Part 18 Sec 229 (1) 

 
If a worker’s eye may be injured or irritated at a work site, SL Smokeeaters LP must ensure that the 
worker wears properly fitting eye protection equipment that  

a) Approved by: 
1.CSA Standard Can/CSA-z94.3-92 
2. CSA Standard Z94.3-99 industrial eye and face protectors 
3. CSA Standard Z94.3-02 eye and face protectors 

       b) Is appropriate to the work being down and the hazard involved 
 
(2)  Prescription eyewear may be worn if it 
 a) safety eyewear 
 b) meets the requirements of  
  (i) CSA Standard CAN/CSA-Z94.3-92 
  (ii) CSA Standard Z94.3-99, Eye and Face Protectors, or 
  (iii) CSA Standard Z94.3-02, Eye and Face Protectors  

c)Is appropriate to the work and the hazard involved. 
(2.1) Prescription safety eyewear having bifocal, trifocal, or progressive glass lenses must not be used if 
there is danger of impacts unless it is worn behind equipment meeting the requirement of subsection  
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Contact Lenses 
Section 230; SL Smokeeaters LP must ensure that, if wearing contact lenses poses a hazard to 
the worker’s eyes during work, the worker is advised of the hazards and the alternative to 
wearing contact lenses. 

 

Flame Resistant Clothing 
Use of flame resistant clothing 

232 (1) If a worker may be exposed to a flash fire or electrical equipment flashover, an employer 
must ensure that the worker wears flame resistant outerwear and uses other protective 
equipment appropriate to the hazard. 

(2) A worker must ensure that clothing worn beneath flame resistant outerwear and against the 
skin is made of flame resistant fabrics or natural fibers that will not melt when exposed to heat. 

 

Foot Protection 
233 (1) An employer must ensure that a worker uses footwear that is appropriate to the hazards 
associated with the work being performed and the work site. 

(2) If the hazard assessment identifies that protective footwear needs to have toe protection, a 
puncture resistant sole, metatarsal protection, electrical protection chainsaw protection or any 
combination of these, the employer must ensure that the worker wears protective footwear that 
is approved to 

  a) CSA Standard CAN/CSA-Z195-M92 Protective Footwear or 

  b) CSA Standard Z195-02, Protective Footwear 

 

Head Protection 
Industrial Headwear 

Section 234 (1) Subject to section 235,236,237, if there is a foreseeable danger of injury to a 
worker’s head at a work site and there is a significant possibility to lateral impact to the head, an 
employer must ensure that the worker wears industrial protective headwear that is appropriate 
to the hazards and meets the requirements of  

a) CSA Standard CAN/CSA-Z92 Industrial Protective Headwear, 

b) ANSI Standard Z89.1-1997, American National Standard for Industrial Head Protection for 

Type 11 head protection, or 

c) ANSI Standard Z89.1-2003, American National Standard for Industrial Head Protection for 

Type 11 head protection. 

Hearing Protection 
Personal music devices such as MP2 players, iPods, etc. will not be used by either the 
equipment operators, personnel working with or near heavy equipment and/or rotary-wing, 
power saws, and fire pump operations to ensure that they are focused on the job at hand and 
can clearly hear instructions or signals. 
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Reference OH&S Section 222 

 

 

Limb and Body Protection 
OH&S Section 242 If there is a danger that a worker’s hand, arm, leg or torso may be injured, 
an employer must ensure that the worker wears properly fitting hand, arm, leg or body 
protective equipment that is appropriate to the work, the work site and the hazards identified. 

 

Skin Protection 
OH&S Section 243, SL Smokeeaters LP must ensure that a worker’s skin is protected from a 
harmful substance that may inure the skin on contact or may adversely affect a worker’s health 
if it is absorbed through the skin. 
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Andrew Cardinal – Business Manager 

January 4, 2020 

 


